NAVSHI PREPFAC YOKOSUKA
LOCAL STANDARD | TEM

FY-01
| TEM NO  099- 30YO
DATE: 01 JUL 2000
CATEGORY: |

1. SCOPE:

1.1 Title: Boiler Sanple Tubes; inspect

2. REFERENCES:
a. S9221- Cl- GITP- 010, Repair and Overhaul Main Propul sion
Boi | er
3. REQUI REMENTS:

3.1 Renove tubes using tube sanpling nethods in accordance
wi th Paragraph 3.4 of 2.a.

3.1.1 Cut generating tubes renoved as sanples eight to
10 i nches above the water drum

3.2 ldentify and netal -tag tubes, tube stubs, and tube
sections renoved, with ship's nane and hull nunber, Job Order
nunber, boil er nunber, tube designation, bottomand top of
sections, segnment sequence, upstream side (furnace face), and
downstream si de of gas flow.

3.2.1 Cut tube renoved into three-foot m ni mum segnents
and split longitudinally by nmechanical nmethod with tube dry (no
oil) so that upstreamside (furnace face) half is split from side
downstream of gas flow half.

3.2.1.1 There shall be two distinct individual
hal ves to each segnent, tube stub, and bend.

3.2.1.2 Each half (waterside/steanside and
fireside) shall remain intact.

3.2.2 ldentify and nmetal -tag each segnent and half in
accordance with 3.2 so that full length of tube may be
reconstructed and pl acenent oriented.

3.3 Inspect tube segnents for the foll ow ng:

3.3.1 Steansides/watersides.

3.3.1.1 QO deposits.

3.3.1.2 Loose sludge.
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Har d baked-on sl udge.
Scal e.
Scabs/ t ubercl es.

Pitting.

Hi gh tenperature oxides.

Wat er si de grooves.

Corrosion fatigue fissures.

Gener al wat erside thinning.

Wat er si de bur ni ng.
WAt er si de abr asi on.
D e marks.

St eam t r acki ng.

Stress corrosion cracking (caustic

des:
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General fireside thinning.

Fi resi de burni ng.
Tube enl argenent .
Swagi ng.

Saggi ng.

V\ar pi ng.

Heat blisters.

Ther mal cracks.

Mechani cal fatigue cracks.

St eam gougi ng.

| egi bl e copies of a report listing

results of the requirenents of 3.3 to NAVSH PREPFAC.

3.4 Collect sanples (equal
wat er si de soft and hard deposits for each boiler.
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3.4.1 Soft deposits - Place the tube segnents in a vise
with the waterside up and w rebrush watersides. Collect |oose
residue in a bottle. Label bottle with the title Soft Deposits,
shi p, boiler nunber, and tube nunber.

3.4.2 Hard deposits - Place the tube segnent in a vise
with the waterside up and power w rebrush watersides to renove
| oose residue. Crinp the tube segnent slowy allow ng flakes of
hard sludge to fall back into the tube. Col l ect the | oose fl akes
in a bottle. Label bottle with title Hard Deposits, ship, boiler
nunber, and tube nunber.

3.5 Package tubes, deposit sanples, and a copy of report
(3.3.3) and send to a laboratory qualified to acconplish cheni ca
anal ysi s.

3.5.1 Analyze the tube sanples for the foll ow ng:

3.5.1.1 Tube wall thickness at zero, 90, 180,
and 270 degree position.

3.5.1.2 Extent of pitting (major pit depths and
average overall pitting).

3.5.1.3 Thickness of hard scale m neral
deposi ts.

3.5.2 Analyze deposit sanples for specific mneral
conposition in percentages of calcium magnesium and silicon
oxi de.

3.5.3 Submt four legible copies of a report listing
results of the requirenents of 3.5.1 and 3.5.2 to NAVSH PREPFAC.

3.5.3.1 Include negative report.

4. NOTES:

4.1 Sanple tube(s) replacenent will be included in the
i nvoki ng Work Item
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